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Danfoss SECOP tropicalized compressor NL6.1FT – LBP – R134a – T0 > -35°C/-10°C –
TK > 55°C 220 – 240/1/50 – CSIR – RSIR Swept volume: 6.13 cm³

Technical characteristics
Brand: DANFOSS SECOP
Model: NL6.1FT
DISPLACEMENT (CM³)6.13
FLUIDR-134a
APPLICATION LBP
APPLICATION RANGE-35/-10
POWER (W)188
COOLING CAPACITY (TK+40°C)-10/311 -20/188 -25/141 -35/104
TENSION (V)240/1/50
STARTUPRSIR/CSIR
I.MAX (A)1.04
Ø ASPIRATION6.2
Ø DISCHARGE5
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DIMENSIONS (MM)254x166x188

Mbsm_dot_pro_private_PDF_NL6.1FTTélécharger
Mbsm_dot_pro_private_PDF_kompressory-peremennogo-toka-secop-danfossTélécharger

https://www.mbsm.pro/wp-content/uploads/2022/08/Mbsm_dot_pro_private_PDF_NL6.1FT.pdf
https://www.mbsm.pro/wp-content/uploads/2022/08/Mbsm_dot_pro_private_PDF_NL6.1FT.pdf
https://www.mbsm.pro/wp-content/uploads/2022/08/Mbsm_dot_pro_private_PDF_kompressory-peremennogo-toka-secop-danfoss.pdf
https://www.mbsm.pro/wp-content/uploads/2022/08/Mbsm_dot_pro_private_PDF_kompressory-peremennogo-toka-secop-danfoss.pdf

