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NEK1118Z
 
GL90AA

Compressor Embraco Aspera NB1118Z, substitution for NB1118Z, LBP – R134a, 220 –
240V/1/50Hz, discharge 8.39 cm3, LRA 11.0A, motor type RSIR, RSCR, lubricant
type POE22, lubricant charge 350 ml, 225 W at -23.3 / 54.4 °, expansion device:
capillary, cooling: static, weight 10.7 kg
Refrigerant: R134a
Power range(W): 101 – 200 W
Performance range
(C): -35 C to -10 C

Working area: LBP
Connection: Solder
Design type: Hermetic
Model series: NB

https://www.mbsm.pro/62189.html
https://www.mbsm.pro/62189.html
https://www.mbsm.pro/?s=NEK1118Z
https://www.mbsm.pro/?s=GL90AA
https://www.skh-kaeltetechnik.de/R134a_1
https://www.skh-kaeltetechnik.de/101-200-W_1
https://www.skh-kaeltetechnik.de/35-C-to-10-C
https://www.skh-kaeltetechnik.de/LBP_1


Use with: Capillary
Power supply: 230 V
Engine type: RSIR
Article condition: New
Info: Oil filled
Shipping weight: 12,30 kg
Content: 1,00 Pieces
customs tariff
number: 84143081

Cooling capacity
condition: T0 -25 C, Tk +55 C

Manufacturer: Embraco Aspera
Model: NB1118Z
Stroke volume (cm3): 8,07
Cooling capacity
(W): 179

Engine type: RSIR
Compressor type: Piston
Power range: -35 C to -10 C

Alternative: NEK1118Z , GL75AA ,
GL90AA


