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Refrigerator, compressor, E1134CZA, E1130CZA, E1121CZA, 3/8HP,

commercial, freezer, R1l34a

COMPRESSOR, MX21TBa, R404A,
1HP, CUBIGEL, HMBP, 220/240V,
50Hz, 20,72 cm3
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Détails techniques

220/240V 50Hz

puissance 1 HP — cylindrée 21,75 cc
gaz R404a/R507 HMBP

..et d'autres dispositifs

MX21TB — ACC — CELLI
MX21TB — CUBIGEL — ELECTROLUX
605093 — GEV — ITV
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Brand: Cubigel
UPC: 3070063
Manufacturer reference: MX21TBa
Application: HMBP
Power supply: 220/240V 50Hz
Cooling capacity: 3047 W
Horsepower: 1 Hp
Displacement: 21.7 cm3
Refrigerant: R404a/R507
Weight: 17.5 kg
Motor type: CSR
Type: Hermetic reciprocating compressor
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REFRIGERATEUR NIKAI,
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nrf480fn4, 165W, Compressor,
ATD6OL, Wanbao Huaguang
Refrigerator, 1/5Hp, R134A,
120G, 1.25A, 220V/50HZ
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REFRIGERATOR
MODEL:NRF480FN4
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REFRIGERATEUR NIKAI, nrf480fn4, 165W, Compressor, ATD60OL,

Wanbao Huaguang Refrigerator, 1/6Hp, R134A, 120G, 1.25A,
220V/50HZ
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Compressor, 1/3HP, FR10S,
103U2930, SECOP, 103U, 2930,
Compressor Danfoss, R12,
220-240V, 50Hz
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= DESCRIPTION

DESCRIPTION
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Danfoss compressor 5C 12G

Danfoss compressor 5C 18G
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. . —_ . Cons.
Sr|Material Material Description Capacity Watts -25
R134a
1 |103G6660 Danfoss Compressor FR 6G 1/6 HP 119 W
2 |103G6680| Danfoss compressor FR 7.5G 1/5 HP 138 W
3 1103G6780 Danfoss compressor FR 8.5G 1/4 HP 164 W
4 1103G6880 Danfoss compressor FR 10G 1/3 HP 194 W
R12a
5 1103G2630 Danfoss compressor FR 6S 1/6 HP 119 W
6 [103U2730 Danfoss compressor FR 7.5S 1/5 HP 138 W
7 [103U2830 Danfoss compressor FR 8.5S 1/4 HP 164 W
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8 [103U2930 Danfoss compressor FR 10S 1/3 HP 194 w
R134a
9 1104G8240 Danfoss compressor SC 12G 3/8 HP 298 W
10|104G8520 Danfoss compressor SC 15G 1/2 HP 356 W
11/104G8820 Danfoss compressor SC 18G 5/8 HP 615 W
121104G8140 Danfoss compressor SC 21G 7/8 HP 702 W
R404a / R507a
13|104L2523 Danfoss Compressor SC 10CL 1/3 HP 352 W
141104L2623| Danfoss Compressor SC 12CL 3/8 HP 445 W
15/1041L2853 Danfoss Compressor SC 15CL 1/2 HP 5600 W
1610412123 Danfoss Compressor SC 18CL 5/8 HP 615 W
17104L2322| Danfoss Compressor SC 21CL 7/8 HP 702 W

COMPRESSOR, DONPER, NE6213CK,
1/2hp, R404a

written by Lilianne | 6 April 2021
Ne6213Ck Compressor R404A Med Temp 12 Disp 1080W @ -5 1/2Hp
240V 50Hz
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NE6213CK COMPRESSOR R404A MED TEMP 12 DISP
1080W @ -5 1/2HP 240V 50HZ

Displacement: 12 cm#3

Power: 1/2 HP

Oil Charge: 450 +/-10 mL

Cooling capacity: 1080W @-5 SST

COP: ASHRAE 1.80
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Testing condition:

Test conditions o
ASHRAE CECOMAF

Evaporating Temp. +7.2C +50C
Ambient Temp. +35.0C +327C
Condensing Temp. +54.4°C +55°C
Suction Temp. +35.0°C +32°C
Subcooling Temp. +46.1°C +55°C
3. Running Condition

Ambient temp. 0~437C

Evaporating temp. -15~10C

Voltage range 187~ 264V

Max. condensing temp. 65°C

Max. winding temp. 130C

Max. shell temp. 95°C

Max. discharge temp. 120°C

Start veltage 187V [5/5bar (abs) ]
Shell min. resistance to pressure | 35bar
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:) DONPER

NEG6213CK COMPRESSOR TECHNICAL SPECTFICATION

1. Compressor Type

Compressor model NEGBZ13CK
Rated voltage/frequency 220240V —~—50Hz
Refrigerant R4044

Application

High back pressure (H.B.P)

Cooling method

Fan Coocling

Start torque

High starting torque (HST)

Control

device

Capillary tube

Motor type

CSIR
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Compressor,

LBP,
R406
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R12/R406,

QD110,
276w,

3/10 HP,

R12,

Quantité(Piece) 1 - 30(31 - 70|71 — 150 >150
Durée estimée (jours) 5 10 15 A négocier
Tension: 220 V-240 V
50 HZ
Compresseur LBP R12/R406
. Type De
Modele | Valage |Fréquence|Déplacement|Capacité Pulssan,ce de charge T).(p(.a de Poids
d’entrée ) refroidissement
moteur |d’huile
(V) (Hz) (cc) (W) (W) (co) (Kg)
QD30 |220-240 50 3.0 62 81 RSIR 180 ST 6.3
QD36 |220-240 50 3.6 75 93 RSIR 180 ST 6.4
QD55 [220-240 50 5.5 133 110 RSIR 240 ST 8.4
QD65 |220-240 50 6.5 155 130 RSIR 240 ST 8.4
QD75 [220-240 50 7.5 176 146 RSIR 240 ST 8.6
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QD85 |220-240 50 8.5 202 168 RSIR 240 ST 8.9

QD110 |220-240 50 11.0 276 236 RSIR 240 ST 9.9

QD125 [220-240 50 12.5 305 254 RSCR 280 ST 11.2
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R4 06 a 220-240v/50h:
RESE

#48® Capacity | COP Power Eficiency T 1
AR GRMAY FREM ~amEe | 55 | Power | agaee ASHRAE ‘ s Starting
Wo.|Applcaton) Sedel | tpe | Hp th%%[M%mmn .

w COP_{wiw)
1 Qpss 16 RSIR 130 a8 1.04 0.81 1
2 Qpes 15 RSIR 158 118 1.08 084 /
i 220240V T i | I

3| LBP Qo7s 114 RSIR 176 132 100 085 1
| EWE o ~50Hz | PTC
4 Qoes 114 RSIR 202 152 1.10 086 /
5 Qpet 104 RSIR 216 162 1.12 087 1
[3 Qo110 | 310 RSIR n 203 117 091 1
o | Lep 220~240V HiE
T QD128 1 RSIR 306 230 1.18 092 | Cuivn Al
" | | WO R | oo ooy
8 QD142 25 CSIR 333 250 1.19 083 80
£ ap1es 112 CSIR 380 330 115 1.06 80
10| LBP 220240V et |
| 10| mws | SC QD180 112 CSIR 440 382 1.15 L || Ghrent 80
" QD210 as CSIR 510 443 147 1.08 B0
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Cubigel Compressors,
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Compressor, GQY8OAT, 1/4Hp,
LBP, R1l34a, 8.1lcmc,165 W,
REFRIGERATEUR INDESIT
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Compresor GQY8OAT, freon R134a, capacitate 8.1

cmc, capacitate frigorifica ASHRAE 222 W, capacitate
frigorifica CECOMAF 165 W, racire statica #GQY80OAT
Model: GQYS8OAT

Freon: R134a

Capacitate: 8.1 cmc

Capacitate frigorifica ASHRAE: 222 W

Capacitate frigorifica CECOMAF: 165 W

35 -30 -25 -10 w COP

« 451.00.3301 GD40AAa / GVY40AA 1/10 S 4.03 34 49 70 0.77 154
C 200 6.7 RSIR P -

451.00.3202 GD40AA 1/10 S 4.03 34 49 70 0.77 154 C 200 6.7
RSIR P

 451.00.3302 GL45AA / GVY44AA 1/8 S 4.55 37 56 81 0.81 183 C
265 8.3 RSIR P -

* 451.00.3303 GL6OAA / GVY57AA 1/6 S 5.99 50 75 107 0.85 238 C
265 9.1 RSIR P -

* 451.00.3304 GL75AA / GVY66AA 1/5 S 6.65 57 85 121 0.87 267 C
345 9.6 RSIR P

« 451.00.3305 GL8OAA / GVY75AA 1/5 S 7.52 68 101 144 0.89 326
C 345 9.9 RSIR P -

451.00.3104 GL8OAAb 1/5 0C 8.10 68 101 144 0.89 326 C-V 345
9.9 CSIR R -

451.00.3005 GL9OGAA 1/4 S 9.08 82 119 165 0.90 350 C 345 10.2
RSIR P -«

 451.00.3306 GL90AAa / GQY8OAT 1/4 S 9.08 82 119 165 0.90 350
C 345 10.2 RSIR P -

451.00.3105 GL90AAb 1/4 0C 9.08 82 119 165 0.90 350 C-V 345
10.2 CSIR R »
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e 451.00.3205 GL90AAb 1/4 F 9.08 82 119 165 0.90 350 C-V 345
10.2 CSIR R »

* 451.00.3325 GL90AAa 1/4 0C 9.08 82 119 165 0.90 350 C-V 345
10.2 CSIR R »

451.00.3106 GP12BB 1/3 0C 12.00 83 131 190 0.88 424 C 400 11.5
RSIR R

e 451.00.3206 GP12FB 1/3 F 12.00 83 131 190 0.88 424 C 400
11.5 RSIR R »

e 451.00.3326 GP12BB 1/3 0C 12.00 83 131 190 0.88 424 C 400
11.5 RSIR R »

451.00.3218 GP14CB 3/8 F 14.17 99 158 228 0.90 509 C 400 11.5
RSIR R

451.00.3223 GP1l6FB 3/8 F 16.15 109 182 266 0.89 585 C-V 530
12.0 CSIR R »

451.00.3224 GX18FB 3/7 F 18.40 123 199 291 0.91 660 C-V 500
15.1 CSIR R »

451.00.3225 GX21FB 2/3 F 20.72 151 243 351 0.93 778 C-V 500
15.5 CSIR R »

451.00.3403 GL45TB 1/6 F 4.50 76 134 342 1.62 412 C-V 300 8.4
CSIR R -

e 451.00.3503 GL45PB 1/6 F 4.50 76 134 342 1.62 412 C-V 300
8.4 CSIR R -

451.00.3404 GL6OTB 1/5 F 5.67 95 170 437 1.82 527 C-V 300 9.5
CSIR R »

e 451.00.3504 GL6OPB 1/5 F 5.67 95 170 437 1.82 527 C-V 300
9.5 CSIR R -

451.00.3406 GL8OTB 1/5 F 7.57 111 212 554 1.83 667 C-V 300 9.5
CSIR R -

* 451.00.3505 GL9OTB 1/4 F 8.85 142 259 661 1.91 796 C-V 300
10.8 CSIR R »

e 451.00.3506 GP12TB 3/8 F 12.05 169 338 893 1.80 1077 C-V 350
11.2 CSIR R »

451.00.3418 GP14TB 3/8 F 14.00 190 373 999 1.77 1208 C-V 400
11.5 CSIR R »

 451.00.3513 GP14TB 3/8 F 14.00 190 373 999 1.77 1208 C-V 400
11.5 CSIR R »



451.00.3419 GX18TB 1/2 F 18.40 285 539 1390 1.91 1673 C-V
16.0 CSIR R »

451.00.3420 GX21TB 5/8 F 20.72 332 603 1550 1.90 1866 C-V
17.0 CSIR R »

451.00.3421 GX23TB 5/8 F 23.20 368 677 1730 1.89 2083 C-V
17.0 CSIR R »

e 451.00.3422 GS26TB 3/4 F 25.93 392 771 2071 2.09 1011
887 22.7 CSIR R -

451.00.3423 GS30TB 7/8 F 29.95 317 785 2452 2.33 3020 C-V
22.7 CSR R -

e 451.00.3424 GS34TB 1 F 34.42 476 1068 2852 2.28 3421 C-V
22.7 CSR R -

500

500

500

C-V

887

887
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[ BAJA presion serie LBP R-134a |
CODIGO REMLE MODELD ‘Pnnnl Enfri. | Cilings. Proguccion Frigorific en Watios, |apu.=im pn P'fg’_" Motor |mnque|zggaz:z°"
+ Gases sustitutivos del R-12 y R-134a. CECOMAF (W)
© Ultimas existencias 35 80— QSDOP -0
= 451.00.3301 |GD40AAa | GVY40AA| 1110 s 4.03 34 49 TO 077 154 c 200 B.7 REIR P -
© 451.00.3202 GD40AA 110 5 4.03 34 49 T0 0.rr 154 C 200 | 6.7 RSIR F .
= 4571.00.3302 | GLASAA | GVY44AA | 1/8 5 4.55 ar 56 -3 081 183 C 265 | 83 RSIR F -
» 451.00.3303 | GLE0DAA | GVYSTAA | 1/6 s 5989 50 75 107 0.85 238 c 265 9.1 REIR P -
= 451.00.3304 | GLTSAA | GVYGEAA | 1/5 -1 B.65 57 as 121 0.87 267 c 345 9.6 REIR P -
+ 451.00.3305 | GLBDAA | GVYTSAA | 15 s 752 6a& 101 144 0.88 326 c 345 99 REIR P .
©451.00.3104 GLBOAAL 115 oc a.10 68 101 144 0.a9 326 - 35 | 98 CSIR R .
© 451.00.3005 GLI0AA 114 s 9.08 B2 119 165 080 350 c 345 |102| RSIR P -
+ 451.00.3306 | GLO0AAa | GQYBOAT | 1/4 S | %08 | 82 | 110 | 185 | noo | 350 c 345 | 102| RS P .
0 451.00.3105 GLS0AAD 114 oC 9.08 B2 119 165 080 350 W 345 |102| CSIR R -
= 451.00.3205 GLAMAAD 14 F 9.08 a2 119 165 0.90 350 - 35 | 102 | CEIR R .
= 451.00.3325 GLY0AAS 14 oc 9.08 a2 119 165 0.90 350 - 35 | 102 | CEIR R -
0 451.00.3106 GP12BB 13 oC 12.00 B3 131 180 0.88 424 c 400 |11.5| RSIR R -
= 451.00.3206 GP12FB 13 F 12.00 B3 131 190 0.88 424 c 400 | 11.5| RSIR R -
= 451.00.3326 GP1288 13 4.8 12.00 B3 131 180 0.88 424 c 400 |11.5| RSIR R .
451.00.3218 GP14CB e F 1417 a9 158 228 0.90 509 C 400 | 11.5| RSIR R .
451.00.3223 GP16FB g F 16.15 108 182 266 0.88 585 c-W 530 |120| CSIR R -
451.00.3224 GX18FB ar F 18.40 123 199 2m 0. [:=0] c-W 500 |151| CSIR R -
451.00.3225 GHMFB 213 F 2072 151 243 a5 0.93 TTE W 500 | 155 (| CSIR R -
Private Picture Copyright: MBSM. PRO
| ALTA - MEDIA presion serie HMBP R-134a |
CODIGO REMLE | MODELO | Potencia | Entiamianta | Cilindrada Produceion Fgorfic en Waks. Expansitn "‘;‘;‘T p:gg_ﬂ Molor | Asrangue mﬁ;:zw.'
+ Gases sustitutivos de R-12 y R-134a. CECOMAF |W)
o Ultimas existencias il w T cor| ©
©451.00.3403 GLASTE 16 F 4.50 76 134 342 162 412 C- 300 | &4 CSIR R .
+ 451.00.3503 GL4SPE 16 F 4.50 76 134 342 162 412 (=) 300 &4 CSIR R .
©451.00.3404 GLEOTE 115 F 567 95 170 437 1.82 52T C- 300 |85 | CSIR R o
+ 451.00.3504 GLEOPB 115 F 567 95 170 437 1.82 52T C- 300 |85 | CSIR R .
451.00.3406 GLBOTE 115 F T.57 111 212 554 1.83 B&T C- 300 |45 | CSIR R .
+ 451.00.3505 GLBOTE 14 F 885 142 259 661 181 706 (=) 300 |108 | CSIR R .
« 451.00.3506 GP12TB 11} F 12.05 169 338 893 1.80 | 1077 C-y 350 (112 CSIR R .
©451.00.3418 GP14TB s F 14.00 140 373 999 1.77 | 1208 C-y 400 (115 CSIR R .
+ 451.00.3513 GP14TEB b 10 F 14.00 140 373 999 1.77 | 1208 C- 400 (115 CSIR R .
451.00.3419 GX18TB 12 F 18.40 285 538 1300 | 181 | 1673 C- 500 (160 )| CSIR R .
451.00.3420 GX21TB 58 F 2072 332 &03 1550 | 1.80 | 1866 (=) 500 |17.0) CSIR R .
451.00.3421 GX23TB 58 F 2320 368 &77 1730 | 1.89 | 2083 C-y 500 (170 CSIR R .
« 451.00.3422 G526TB 4 F 2593 a2 m 2071 2,09 | 1011 (=) BET | 227 | CSIR R .
451.00.3423 G530TB TiE F 2095 nr TES | 2452 | 233 | 3020 C- BBT |227| CSR R .
= 451.00.3424 G534TB 1 F 34.42 ATE 1068 | 2852 | 228 | 3421 (=) BBY | 227 CSR R .
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BAJA presion serie LBP R-ﬁDDa|
CODIGO REMLE | MODELO Pmemlal Enfriamients | Cilindrada Produceitn Frigorfic en Wabios. Eaparmdn|'q::|;e| P:;“ I Motor |Amnque‘ el
-35 | -30 | -25 |-23.3| -20 | 15 | -10
451.00.0605 | HOYSSAA 105 s Bd6 28 | 44 | &2 | B | A3 | 105|120 C 210 8.4 |RSIR/RECR P -
451.00.0610 | HOYTOAA 1/8 -1 G644 42 | 59 | BD | 88 | 104 | 131 | 181 [ #] 210 8.0 |REIRRSCR P -
451.00.0615 HLY39AA 1/6 -1 993 B9 | 90 | 119 | 130 | 155 | 165 | 248 [ #] 345 86 |RESIRRSCR P "
451.00.0620 | HPY12AA 115 1 1210 79 | 107 | 143 | 157 | 187 | 230 | 209 [ #] 300 | 10.7 |RSIRRSCR P -
451.00.0625 | HPY14AA 115 5 14.31 92 (124 | 165 | 181 | 215 | 274 | 342 C 300 | 11.0 |RSIRRSCR P .
451.00.0630 | HPY16AA 14 - 16.14 (102 | 136 | 180 | 198 | 236 | 302 | 379 C 300 | 11.2 |RSIR/RSCR P -
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| BAJA presién serie LBP sustituto del R-404a - R507 :‘hl %
220-240V 50Hz 3
(8]
CODIGD REMLE MODELO ov Ea | =R || E Conex. asplt. | Conex. descar. | Rendimientos (Watios)® | E
cm3 A ODF | Rotalock ODF 35°C | 25°C | -10°C O
451.00.0450 ML45FB 116 F 460 | 158 | 4 - 316 70 | 130 | 270 | cwv E
451.00.0455 MLEOFB 15 F 600 | 177 | 14 - 316 |0 |“1e0 | a0 [ ov *E'-'
451.00.0460 MLBOFB 1id F 810 | 221 1 - 316 140 | 250 | 490 | cV o
451.00.0465 ML3OFB 13 F 885 | 224 4 - e 150 | 280 | 530 | cCW g
451.00.0470 MP12FB a8 F 1200 | 288 | @ . " 170 | as0 | 720 | cW ¥
451.00.0471 MP14FB 12 F 1400 | 338 | @ - 1" 200 | 400 | 850 | cv -
451.00.0472 MPT14LA" 12 F 1432 | 270 | @ - 1" 360 | S50 | 1000 | CV
451.00.0473 MX18FBa 58 F 1820 | 297 | @ - 1" 210 | s10 | 1160 | cv
451.00.0474 MXZ3FB 78 F 2320 | 378 | aw - 1 380 | 720 | 1450 | v
451.00.0475 MS26F BV 3l F 2615 | 472 | 5@ |1 58R 56 360 | 820 | 1570 | C-V
451.00.0476 MS30FBV 78 F 000 | 560 | S@ |1 SER 516 420 | od0 | 1200 | cv
451.00.0477 MS34FBY 1 F M25 | 668 | 5@ |1 S8R 516 480 | 1000 | 2230 | CV
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Tecumseh, Compressor, 5/8HP,
HMBP — R404A , R448A , R449A,
MBP, CAJ9480Z, 230V

written by Lilianne | 6 April 2021

Caractéristiques techniques

= Marque : TECUMSEH UNITE HERMETIQUE
- Modéle : CAJ9480Z-R

- CYLINDREE (CM3)15,2
= FLUIDER404A , R448A , R449A
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» APPLICATIONHMBP

= PLAGE D'APPLICATION-25/+15

- PUISSANCE (W)1159

« PUISSANCE FRIGORIFIQUE (TK+40°C)15/3350 5/2355 -10/1294
-25/609

- TENSION (V)240/1/50

= DEMARRAGECSR

« I.MAX (A)6,7

= @ ASPIRATION1/2

«  REFOULEMENT5/16

- DIMENSIONS (MM)235x178x280

= Gaz: R-404a

= Température/Pression: Haute Pression

» Puissance: 5/8 HP

= Voltage: 230 V

= Type De Courant: Monophasé

= Fréquence: 50 Hz

 Type De Compresseur: Hermétique

» Décalage: 15.2 cm3

- Cons.Energie -25°C: 496 W

= Cons.Energie -10°C: 669 W

- Cons.Energie -5°C: 718 W

- Cons.Energie 09C: 762 W

= Cons.Energie +59C: 798 W

= Cons.Energie +10°C: 828 W

= T° De Condensation: 40 °C

= Capacidad Frigorifica -25°C: 524 Kcal/h
= Capacidad Frigorifica -20°C: 692 Kcal/h
= Capacidad Frigorifica -15°C: 887 Kcal/h
= Capacidad Frigorifica -10°C: 1113 Kcal/h
= Capacidad Frigorifica -5°C: 1374 Kcal/h
= Capacidad Frigorifica 0°C: 1677 Kcal/h
= Capacidad Frigorifica 5°C: 2025 Kcal/h
= Capacidad Frigorifica 10°C: 2425 Kcal/h
= Tipo Test: EN.12900



Compresseur L’'unité Hermetique — Tecumseh CAJ9480Z — R404A,
R449A, R407A, R452A

220 — 240V 1~ 50 Hz
Cylindrée = 15.2 CM3
APPLICATIONS = HBP / MHBP

Moteur type: CSR
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Compresseur AJ = Le produit de référence associant silence,
fiabilité et efficacité du froid commercial.

Product Model Compressor | Compressor Coolin 0il
Code Number Horsepower | Displacement g Charge
CAJ9480Z-FZ 5/8 HP 15.2 cm3/rev Fan 475 ml
CAJ9510Z-FZ 1 HP 18.3 cm3/rev Fan 475 ml

CAJ9513Z-FZ | 1 1/8 HP | 24.2 cm3/rev Fan 475 ml
CAJ4517Z-FZ 1.25 HP |25.95 cm3/rev Fan 475 ml
TAJ4517Z-TZ 1.25 HP |25.95 cm3/rev Fan 475 ml
CAJ4519Z-FZ 1.5 HP 34.45 cm3/rev Fan 475 ml
TAJ451972-TZ 1.5 HP 34.45 cm3/rev Fan 475 ml

Whirlpool, Aspera, NE2125E,
LBP, capacitive, start
inductive run, hermetic
compressor, R22, 1/4Hp++ or
1/3Hp-

written by Lilianne | 6 April 2021

ompressor Aspera NE2125E, LBP — R22, 220-240V / 1 / 50Hz,
stroke volume 8.78 cm3, LRA 11.0A, motor type CSIR, capillary
tube / expansion valve operation, oil AB 46.Cooling

capacity measured for condensation temperature of: 45 ° (C,
Measurement conditions: ASHRAE

Unfortunately the compressor is no longer available.
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If you would like an offer for an identical alternative,
please email us or give us a short call, we will prepare an
offer for you.Cooling capacity (W) at To

-10°C-15°C|—-20° C|—-25°C|—-30 °C
651 517 401 304 226
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R22 - LBP Applications
DIMENSION
COMPRESSOR FREQUENCY {frﬂm -30°C to -5°C
evap. temp.)

NE2DSE 50Hz 091 mmID.x32 m
60Hz 091 mmID.x285m

50Hz 091 mmID.x28 m

HEELME 60Hz [091mmID.x25 m
140 50Hz 091 mmID.x26 m
60Hz 091mmID.x23 m

TISSE 50Hz 1.20 mmr[). X ﬂl m
60Hz 120mmID.x35 m

T6SE 5L'_'I Hz [20mmID.x3J3 m
60Hz 120mmID.x28 m

NI2178E S0Hz  120mmID.x30 m

aSPera
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Shipping Class Default
Scope Of Application LBP

Delivery Time 2-3 Weeks
Stock Availability In Stock

Type

Reciprocating Piston

Condensation Temperature 45 ° C
Manufacturer Aspera
Manufacturer No. NE2125E
Power In Hp 1/4 +
Starting Torque HST
Stroke Volume In Cm3 8.78
Measurement Conditions Ashrae
Refrigerant R22
0il Type 15046
Series NE
Condensing Units Compressors Compressor
Tension 220-240V
Weight In Kg 10.4




